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UNITA’ TRIFASE ASPIRANTE serie   AST
UniUnità aspirante AST con soffiante a canali 
laterali, potenza da 3 kW a 11kW.  Posi-
zionata a terra su telaio di supporto in ac-
ciaio verniciato con quadro elerico inte-
grato e cartuccia filtrante in carta in con-
tenitore di metallo.
Controllo eleronico a microprocessore 
con le seguen funzioni: 
- gesone tempi di carica; 
- gesone pulizia filtro; 
- controllo integrato per valvola propor-
zionale; 
- allarme mancata carica.
Filtro autopulente speciale che combina 
l'effeo ciclonico(per un'o male decan-
tazione delle polveri grosssolane), con 
una completa separazione delle polveri 
mediante una cartuccia filtrante inferiore 
ai 8 micron, superficie filtrante 
10m²,completo di contenitore raccolta 
polpolveri e telaio di sostegno.

THREE PHASE HOPPER LOADERS AST 
SERIE 

Total stainless steel made.
Equipped with control box and keyboard 
blowers power 
3kW ÷11 kW 
stainless steel net filter 
apirant unit AST equipped by blower with 
lateral channels. located on the support 
frame in painted steel with electronic 
panel integrated.
paper filter catridge in the metal contai-
ner.
- load me mana- load me management
- filter cleaning management
- integrated control for rao valve
- material shortage alarm.
AuAutocleaning special filter that combine 
the cyclonic effect( for an opmal 
powder's decantaion),with a complete 
powder's separaon with a filter catridge 
minus than 8 micron,filter surface  10 m², 
complete of powder pick-up container 
and sustain loom.
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